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	LOW: Minor impact/damage quickly repaired
	MEDIUM: Moderate impact/partial loss of operations
	HIGH: Disaster/very serious consequences

	
	
	
	
	
	

	Hazard
	Persons Exposed
	Control Measures
	Severity
	Likelihood
	Risk Rating

	Working at Height
	· Operatives
· Site Users
	· Working at height access equipment
· Training in erecting equipment
· Adequate information on use of equipment
· Ensuring equipment is set up on stable ground
· Isolation of work area by cones/barriers/tape
· Permit to work where applicable on site
· Signs to be used where appropriate in busy areas
· Dynamic Risk Assessment to be completed before starting works
· Full body harness to be worn and inspected before use
· WAH access equipment will be checked for conformity by a competent person.
	Low
	Low
	Low

	Traffic Movements
	· Operatives
· Site Users
	· Ensure staff are aware of traffic management plan
· Full site induction to be undertaken on all sites
· Use of flashing warning beacons and/or hazard warning lights
· Parking in designated areas only
· Vehicle keys to be removed from ignition when not in use
· Cones and barriers to be used to segregate work area
· Trained banks man to be used where traffic needs to be re-routed because of works
· Dynamic on site Risk Assessment to be completed before starting works
	Low
	Low
	Low

	Hot Works
	· Operatives
· Site Users
	· Permit to work to be issued
· Training to staff on safe use of equipment
· Personal Protective Equipment to be used
· All hot works to be carried out away from any flammable materials/sources, no work will take place where the presence of flammable or explosive substances are. All combustible material shall be removed from the work area. The area shall be at all times be kept clean and clear of combustibles and flammable material
· Area to be well ventilated
· Engineers to follow site rules/fire procedures, including the use of fire hoses and fire extinguishers (as informed during site induction)
· All engineers carry suitable fire extinguishers, screens and fire blankets on their vans as a minimum and will be readily available in the immediate work area to protect any flammables and persons from sparks and heat.  
· All fire prevention equipment, including fire extinguishers will be checked prior to the commencement of work. 
· A trained fire watcher shall be used for a minimum of 30 minutes (or as dictated by site) following any hot work.
· Yearly PAT testing of welding/burning related equipment.
	Low
	Low 
	Low

	Electricity
	· Operatives
· Site Users
	· Only trained and authorised persons to carry out electrical work on high voltage equipment
· Numbered isolation padlocks to be used relating to each employee
· Yearly PAT testing on portable equipment by a competent person
· Trailing cables to be covered
· Cables to be routed away from pedestrian/traffic movement
· Company first aider and emergency telephone contact
· Safe Working Procedures/Method Statements



	Low
	Low 
	Low

	Pressure Systems/Hydraulics
	· Operatives
· Site Users
· Members of the Public
	· All hydraulic hoses are to be checked for wear and tear before beginning works
· Whip locks are to be used or advised to customer during installation/maintenance
· Condition Of Substances Hazardous to Health Date Sheets are to accompany substances
· All spillages are to be contained/reported and cleaned up
· Wash facilities are supplied in company van, customer wash facilities are to be used where appropriate
· Oil rags are to be disposed of correctly, not to be co-mingled with the hazardous waste
	Low
	Low
	Low

	Manual Handling




	· Operatives
· Site Users

	· Trained persons
· Use Mechanical device
· Use 2 persons to lift
· Use the correct techniques

	Low
	Low
	Low

	Disease & Infection
	· Employees
· Operatives
	· Use single use nitrile gloves & dispose of correctly
· Wear boilersuit/coverall & place in sealed bag once finished ready for laundering/disposal
· Do not eat or drink on site & wash hands before eating
· Use antiseptic gel
· Wear mask/goggles if necessary
· Report sightings of rodents/rodent damage to site
	Low
	Low
	Low

	COVID-19: Client Sites (if required)

	Employees
	· To follow site rules regarding COVID-19 and direction by client/site managers (if still required).
· The machines and equipment are usually located outdoors and are also only used by a limited number of staff so the risk of contracting any virus is very minimal.
· To reduce the risk of exposure whilst working on client sites by use of face masks, constant use anti-bacterial wipes and hand sanitiser where handwashing facilities are unavailable. All engineers are provided with these.
· Engineers are supplied with red & white striped tape and cones to cordon off their work areas where required. 
· All engineers have a digital/infrared thermometer on their vans to monitor own temperature.

	Low 
	Low
	Low


I have read and understood the above risk assessment relating to the task being carried out and will apply all controls. I will also as far as is reasonably practicable, advise on additional hazards and ensure the safety, health and welfare of myself, colleagues, customers and members of the public is taken into consideration at all times.
	Name of Employee
	Signature
	Date
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