Risk Assessment 
	Task Being Assessed:
	COSHH
	Assessment Number:
	080125
	
	
	
	
	
	
	

	Created By:
	Maurice Twiddy
	Review Date:
	2026
	
	
	
	
	
	
	

	Created On:
	08/01/2025
	
	
	
	
	
	
	
	
	

	Key:
	LOW: Minor impact/damage quickly repaired
	MEDIUM: Moderate impact/partial loss of operations
	HIGH: Disaster/very serious consequences
	
	
	
	
	
	
	

	Hazard
	Risk
	Persons Exposed
	Control Measures
	PPE Provided
	First Aid & Emergency 
	Spillage Procedure
	Fire Procedure
	Handling & Storage
	Severity
	Likeli
hood
	Risk Rating

	Argon, Compressed
	Contains gas under pressure; may explode if heated. Not classified as hazardous to health. Asphyxiant in high concentrations. 
Manual handling – Strains.
	Engineer.
Operatives.
Site users.
	Provide adequate ventilation
	Wear eye protection. Wear leather safety gloves and safety shoes when handling cylinders.
	In high concentrations may cause asphyxiation. Symptoms may include loss of mobility or consciousness. Victim may be unaware of asphyxiation. Remove victim to uncontaminated area wearing self-contained breathing apparatus. Keep victim warm and rested. Call doctor. Apply artificial respiration if breathing stopped.
	Evacuate the area. Ensure adequate air ventilation. Wear self-contained breathing apparatus when entering area unless atmosphere is proved to be safe. Prevent from entering sewers, basements and workpits, or any place where its accumulation can be dangerous. Ventilate area.
	All known extinguishants may be used. Exposure to fire may cause containers to rupture/explode. Non-flammable.
	Suck back of water into the container must be prevented. Use only specified equipment which is suitable for this product. Refer to the suppliers handling instructions. Only experienced and properly instructed persons should handle gases under pressure. Protect cylinders from physical damage. When moving cylinders use a cart designed to transport cylinders. Ensure the complete gas system has been checked for leaks before use. Close container valve after each use and when empty. Ensure that containers are firmly secured before transporting and avoid transporting on vehicles where the load space is not separated from the drivers compartment. Do not smoke. Store vertically in a well-ventilated place below 50°C.
	Low
	Low
	Low
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	Oxygen
	Compressed gas. Oxidant. Strongly supports combustion. May react violently with combustible materials. Manual handling – Strains.
	Engineer.
Operatives.
Site users.
	Provide adequate ventilation.
	Wear eye protection. Wear leather safety gloves and safety shoes when handling cylinders.
	Not hazardous.
	Evacuate area. Ensure adequate air ventilation. Eliminate ignition sources. Prevent from entering sewers, basements and workpits, or any place where its accumulation can be dangerous. Ventilate area.
	Supports combustion. Exposure to fire may cause containers to rupture or explode. Non-flammable. All extinguishants can be used. If possible stop flow of product. Move away from container and cool with water from a protected position.
	Use no oil or grease. Open valve slowly to avoid pressure shock. Segregate from flammable gases and other flammable materials in store. Suck back of water into the container must be prevented. Do not allow backfeed into the container. Use only properly specified equipment which is suitable for this product, its supply pressure and temperature. Refer to the suppliers handling instructions. Keep containers below 50°C in a well ventilated area. Do not smoke. Ensure that containers are firmly secured before transporting and avoid transporting on vehicles where the load space is not separated from the drivers compartment.

	Low
	Low
	Low





	
Hazard
	Risk
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	First Aid & Emergency 
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	Propane
	Extremely flammable liquefied gas. Contains gas under pressure; may explode if heated. Frostbite. Asphyxiant in high concentrations. 
Manual handling – Strains.
	Engineer.
Operatives.
Site users.
	Provide adequate ventilation.
	Wear eye protection. Wear leather safety gloves and safety shoes when handling cylinders.
	In high concentrations may cause asphyxiation. Symptoms may include loss of mobility or consciousness. Victim may not be aware of asphyxiation. Remove victim to uncontaminated area wearing self-contained breathing apparatus. Keep victim warm and rested. Call doctor. Apply artificial respiration if breathing stopped.
In low concentrations may cause narcotic effects – dizziness, headache, nausea and loss of co-ordination.
In case of frostbite, spray with water for at least 15 minutes, then apply sterile dressing. Immediately flush eyes thoroughly with water for at 15 minutes and obtain medical assistance. 

	Evacuate area. Wear self-contained breathing apparatus when entering area unless atmosphere is proved to be safe. Ensure adequate air ventilation. Eliminate ignition sources. Post warning notices (including no smoking). Prevent from entering sewers, basements and workpits, or any place where its accumulation can be dangerous. Ventilate area.
	Exposure to fire may cause containers to rupture or explode. Incomplete combustion may form carbon monoxide. All known extinguishants can be used. If possible stop flow of product. Move away from container and cool with water from a protected position. Do not extinguish a leaking gas flame unless absolutely necessary. Spontaneous explosive re-ignition may occur. 

	Ensure equipment is adequately earthed. Close cylinder valve when not in use to prevent contamination. Purge air from system before introducing gas. Do not allow backfeed into the container. Use only specified equipment which is suitable for this product. Keep away from heat and ignition sources. Segregate from oxidant gases and other oxidants in store. Keep containers below 50°C in a well ventilated area. Do not smoke. Ensure that containers are firmly secured before transporting and avoid transporting on vehicles where the load space is not separated from the drivers compartment.
	Low
	Low
	Low





	Hazard
	Risk
	Persons Exposed
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	Hydraulic Oil Series 32 & 46
	Not classified as hazardous for the application it is intended for. Low oral and dermal toxicity and under normal conditions of use should present no health hazards. However, in common with most mineral oils, prolonged and repeated skin contact may cause dermatitis. 
	Engineer.
Operatives.
Site users.
	There are no assigned workplace exposure limits for this product but local exhaust ventilation is recommended when excessive product misting occurs. Avoid skin and eye contact. Change contaminated clothing and thoroughly clean before re-use.
	Wear impervious gloves (Nitrile or PVC) in case of prolonged contact.
	Eyes – Irrigate immediately with copious amounts of water. If irritation persists seek medical attention.
Skin – Wash thoroughly with soap and water.
Inhalation – Remove to fresh air. If effects persist seek medical attention.
Ingestion – Keep at rest and seek medical attention. Do not induce vomiting unless directed to by a medical professional.
Pressure injection – Always obtain immediate medical attention even though the injury may appear minor. 

	Spilt product presents a significant slip hazard. Avoid exposure of the product to sources of ignition. Prevent entry into drains, sewers and water courses. Soak up with inert absorbent or contain and remove by pumping or best available means. In case of spillage on water contain by a boom and collect by skimming or absorption.

	Not classified as flammable but is inherently combustible. Use foam, dry powder, CO2. Use water fog to cool fire exposed surfaces. Oxides of carbon. Respiratory and eye protection is required for fire fighters exposed to fumes or smoke.
	Keep containers tightly closed. Store drums undercover in racking protected from mechanical impact. If stored outside ingress of water should be avoided. Avoid sources of ignition. A bundled storage area may be required. If the product is to be heated avoid direct high temperature heat sources.
	Low
	Low
	Low
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	DX3 EP90 Gear Oil
	Not regarded as a health or environmental hazard under current legislation.
	Engineer.
Operatives.
Site users.
	Use engineering controls to reduce air contamination to permissible exposure level. Observe workplace exposure limits and minimise the risk of inhalation of vapours. Wash contaminated clothing before re-use.
	If ventilation is insufficient suitable respiratory protection must be provided. Use suitable protective gloves if risk of skin contact. Goggles or face shield are recommended. Wear suitable protective clothing as protection against splashing or contamination.

	Removed affected person from source of contamination. Get medical attention if any discomfort continues. First aid may be required in case of accidental exposure, inhalation or ingestion of this chemical. If in doubt, get medical attention promptly.  


	In case of spills beware of slippery floors and surfaces. Provide ventilation and confine spill. 
	Use fire extinguishing media appropriate for surrounding materials. 
	Avoid spilling, skin and eye contact.  Always remove grease with soap and water or skin cleaning agent and never organic solvents. Do not eat, drink or smoke when using the product. Wash hands and contaminated areas with water and soap before leaving the work site. Keep away from heat, sparks and open flame. Keep away from food, drink and animal feeding stuffs. Store in tightly closed original container in a dry, cool and well-ventilated place.

	Low
	Low
	Low
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	Multi- Purpose Grease
	Not classified as hazardous for the application it is intended for.
	Engineer.
Operatives.
Site users.
	Good personal hygiene practices should be followed.
	Wear safety glasses if there is a risk of possible eye contact. Use barrier cream, wear gloves and overalls if there is a possibility of prolonged skin contact.
	Eyes – Flush eyes thoroughly with copious amounts of water. If irritation persists seek medical attention. Skin – Wash with large amounts of water using soap if available. Pressure injection – Always obtain medical attention even though the injury may appear minor.
	Spilt product presents a significant slip hazard. Avoid exposure of the product to sources of ignition. Prevent entry into drains, sewers and water courses. Soak up with inert absorbent or contain and remove by best available means.

	Extinguishing media - Use foam, dry powder or CO2. 
	Keep containers closed when not in use. Prevent slip hazards. Storage temperature 0>40.
	Low
	Low
	Low
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	WD40 Bulk
	Flammable. Repeated exposure may cause skin dryness or cracking. Harmful: may cause lung damage if swallowed.
	Engineer.
Operatives.
Site users.
	Provide adequate ventilation. Do not eat, smoke or drink when using. 
	Rubber gloves are recommended. Wear approved, tight fitting safety glasses where splashing is probable. 
	Inhalation - Move the exposed person to fresh air at once. Get medical attention if any discomfort continues. When breathing is difficult, properly trained personnel may assist affected person by administering oxygen. Perform artificial respiration if breathing stopped. Get medical attention immediately. 
Ingestion - do not induce vomiting. Rinse mouth thoroughly. Get medical attention. If vomiting occurs, keep head held lo so that stomach contents doesn’t get into lungs. Get medical attention immediately. 
Skin Contact – Remove contaminated clothing and wash skin with soap and water. Get medical attention if symptoms occur after washing.
Eye Contact – Remove contact lenses from eyes before rinsing. Promptly wash eyes with plenty of water while lifting the eye lids. Continue to rinse for at least 15 minutes and get medical attention.
	Extinguish all ignition sources. Avoid sparks, flames, heat and smoking. Ventilate. Stop leak if possible without risk. Absorb in vermiculite, dry sand or earth and place into containers. Flush with plenty of water to clean spillage area.
	Extinguish with foam, carbon dioxide or dry powder. Containers close to fire should be removed immediately and cooled with water. Avoid water in straight hose stream; will scatter and spread fire. Self-contained breathing apparatus and full protective clothing must be worn in case of fire.
	Keep away from heat, sparks and open flame. Avoid inhalation of vapours/spray and contact with skin and eyes. Keep in original container. Flammable liquid storage.
	Low
	Low
	Low
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	(Aerosol) Lubrice
	Because of quantity and composition the health hazard is small. The product is extremely flammable and may ignite in the air at normal temperature and pressure. Explosive vapour/air mixtures may be spontaneously formed. When sprayed on a naked flame or any incandescent material the aerosol vapours can be ignited. Vapours or exposure may cause drowsiness, dizziness, nausea, vomiting, skin and eye irritation. 
	Engineer.
Operatives.
Site users.
	Provide eyewash station.
Observe occupational exposure limits and minimize the risk of inhalation of vapours. Do not smoke, eat or drink in work area. Promptly remove contaminated clothing. Wash skin if it becomes contaminated.
	Wear gloves if prolonged contact is likely. Liquid may penetrate gloves so change frequently. Wear chemical safety goggles where eye exposure is reasonably probable. Wear appropriate clothing to prevent repeated or prolonged skin contact. 
	Keep affected person away from heat, sparks or flames. Inhalation – Move exposed person to fresh air at once. Get medical attention if any discomfort continues. When breathing s difficult, properly trained personnel may assist affected person by administering oxygen. Perform artificial respiration if breathing stopped. Keep the person warm and at rest. Get prompt medical attention. Ingestion – Remove victim immediately from source of contamination. Rinse mouth thoroughly. Do not induce vomiting. Get medical attention immediately. Skin contact – Remove affected person from source of contamination. Wash the skin immediately with soap and water. Get medical attention if any discomfort continues. Eye contact – Make sure to remove contact lenses. Promptly wash eyes with plenty of water while lifting the eye lids. Continue to rinse for at least 15 minutes. Get medical attention if any discomfort continues. 

	Extinguish all ignition sources. Avoid sparks, flames, heat and smoking. Ventilate. Absorb in vermiculite, dry sand or earth and place into containers. 
	Extinguishing media – Powder, alcohol resistant foam, carbon dioxide or dry powder, dry chemicals, sand dolomite, etc. Cool aerosol containers exposed to heat with water spray and remove container if no risk involved. Do not use water jet as an extinguisher as this will spread fire. 
	Aerosol containers can explode when heated due to excessive pressure build up.  Protect container from sunlight and do not expose to temperatures exceeding 50°C. Do not pierce or burn even after use .
	Low
	Low
	Low




	RATINGS KEY
	
	

	LOW: Minor impact/damage quickly repaired
	MEDIUM: Moderate impact/partial loss of operations
	HIGH: Disaster/very serious consequences






I have read and understood the above risk assessment relating to the task being carried out and will apply all controls. 
I will also as far as is reasonably practicable, advise on additional hazards and ensure the safety, health and welfare of myself, colleagues, customers and members of the public is taken into consideration at all times.

	Name of Employee
	Signature
	Date
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